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wall mounting with adjustable extension bracket 4217-101,
bracket can be cut back to x = 50mm 

wall mounting 5100
with wall support 5149

wall mounting 4200
with wall support 4249
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4200 / 5100

Mounting
ceiling and wall

ceiling mounting 4200
with ceiling bracket 5135

ceiling mounting 5100
with ceiling bracket 5135

ceiling mounting 5100
with mini suspension hanger 4254
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bendingprofile
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L-shaped fillers 
only for cord op-
erated systems 
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4200 & 5100

Toepassingsvoorbeeld

Door de voorsprong van glijder 6010 kan bij een
ronde rail een hoofdje gecreëerd worden, zonder dat
de rail deze naar voren drukt. De 6010 kan alleen
worden toegepast bij rechte gordijnrail van max. 
6 meter en een max. totaal gordijngewicht van 8 kg.

Toepassingsvoorbeeld

Door de voorsprong van glijder 6010 kan bij een
ronde rail een hoofdje gecreëerd worden, zonder dat
de rail deze naar voren drukt. De 6010 kan alleen
worden toegepast bij rechte gordijnrail van max. 
6 meter en een max. totaal gordijngewicht van 8 kg.

5100

4200

4217-202

4048-10

4048-08-ZO

2024-55 2024-55

6010 4010
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G-Standard

Combination example

heading with projection
glider 6010

without heading
with glider 4010

Combination example of the 4200 and 5100 with extension bracket 4217-202. A return has been created with the help of
corner connections 4048-10 and 4048-08-ZO. Instead of the 4200, systems like the 7300 (panel systems) and 7800 (roman
blinds) could also be placed.

Thanks to the projection of glider 6010, a heading can be created when using a  
rounded rail, without the rail tilting the top part of the curtain.

Application example


